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REFLECTIVE INSULATION
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Product Composition

Carrier Foil / Polyethylene

Liner Densified Kraft

Adhesive Acrylic

Features

For use with Low-E® Insulation

Excellent adhesion and quick stick

Benefits

Excellent bond to ESP 5238 facestock

Excellent initial tack and long-term adhesion

Closure system tape with Low-E® Foil / Polyethylene facing
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Adhesi ve Pr oper t i es:

Thi ckness Test  Met hod( s) :   PSTC- 133

Li ner :

Adhesi ve:

Car r i er :

Tot al  Cal i per :

PEEL ADHESI ON Test  Met hod( s) :   PSTC- 101,  ASTM D- 3330,  STD- 10

Pr oduct      180º      12"  mi n

Subst r at e

SS

LOOP TACK Test  Met hod( s) :   PSTC- 16,  STD- 7

Pr oduct      180º      20"  /  mi n

Subst r at e

SS

TLMI  RELEASE Test  Met hod( s) :   PSTC- 4,  STD- 8

Pr oduct      90º

Subst r at e

TEMPERATURES

Mi n Appl i cat i on Temp

Max Cont i nuous Oper at i ng Temp

Max I nt er mi t t ent  Oper at i ng Temp

APPLI CATI ON TECHNI QUES

I t  i s  essent i al ,  as wi t h al l  pr essur e- sensi t i ve t apes,  t hat  t he sur f ace t o whi ch t he t ape i s  appl i ed be c l ean,  dr y,  and f r ee of  gr ease or  oi l

Bond st r engt h i s  dependent  upon t he amount  of  adhesi ve- t o- sur f ace cont act  devel oped

Not e t hat  di f f er ent  pr essur e,  t i me and t emper at ur e on di f f er ent  ( f i l m /  r i gi d)  sur f ace achi eves di f f er ent  per f or mance

STORAGE /  SHELF LI FE

One year  when st or ed at  64-72º F (18-22º C) /  30-70% r el at i ve humi di t y,  out  of  di r ect  sunl i ght  and i n or i gi nal  packagi ng.
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Lbf  /  I n US Oz /  I n N /  Met er

1051

I ni t i al      300"  /  mi n 25. 0

I ni t i al

I ni t i al

96

Gf  /  2 I n w

6. 0

THE LI STED VALUES ARE TYPI CAL AND NOT I NTENDED TO SERVE AS PRODUCT SPECI FI CATI ONS
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0. 03

0. 15

MM' s

5. 9

0. 27

1. 2

N /  Met erUS Oz /  I n
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Typi cal  Val ues

Low-E UK Ltd 
Unit 48 Weaver Ind Est, Blackburn Street, Liverpool, L19 8JA, UK
W: www.low-e.co.uk   E: info@low-e.co.uk
T: 0151 494 9994     F: 05603 107 699


